J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CENTRIFUGAL PUMPS

CDX

SELECTION CHART
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e Power Q=Capacity
TRE— jimin 20 | 50 | 80 | 90 | 110|130 | 160 | 180 | 210 | 250
| =
Single Phase | Three Phase [kW] [HP]|m?/h 12| 3 48 54 66|78 96 108 126 15
H=Total manometric head in meters
CDXM 70/05 [ CDX 70/05 0‘3?.0'5 20.7 184 159 15 - | = - o -
CDXM 70/07 | CDX70/07 ]0.55| 0.8 28 245 205 - - - - - - -
CDXM 90/10 | CDX 80/10 J0.75 1 303(27.2 236|223 195 - - - - -
CDXM 120/07 | CDX 120/07 | 0.55| 0.8 - |205 187|181 16.8 155 137 125 - | -
CDXM 120/12 | CDX 120112 | 0.9 | 1.2 - [295/27.1[261]243[224195] - | - | -
CDXM 120/20 | CDX 120/20 | 15 | 2 - 1375 353/346 331/31.4/286 - - -
CDXM20W12;CDX200112 09 12 | ‘_20,6_20,2\195 18.5 171 161 146 125
CDXM 200720 | CDX 200/20 15 2 - =] .31 .-30,6‘297 289 1275 266 251 23
- CDX200/25| 18 | 25 - - | 38 1375 364 353 336 324 305 28
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J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CDX

CENTRIFUGAL PUMPS
TECHNICAL DATA 50 Hz
RevF
Type pumps Power Locked rotor current Capacitor = Powerinput | Full load current
Single Phase Three Phase Single Phasefﬂ‘ree Phase Single Phase kw1 Al
230V 230/400V | (kW] [HP] 230V ;230\/:;400\1 [«F] Ve [V] Single| Three | Single | Three Phase|
50 Hz 50 Hz ‘ 50Hz |50 Hz 50 Hz Phase Phase Phase! 230 V400V
CDXM 70,'055 CDX 70/05 [0.37 | 0.5 10.1 |110.7 1615 | 125 | 450 | 0.7 0.7 31 | 24| 14
CDXM 70/07 CDX 70/07 [0.55/0.75| 161 168/ 97 [ 16 | 450 1 | 1 | 46 | 35| 2 |
CDXM 90/10] CDX 90/10[0.75| 1 | 227 | 241[139] 20 [ 450 12 | 11| 56 | 4 | 23
CDXM 120/07 CDX 120/07 | 0.55 0.75 161 [168] 97 [ 16 (450 1 1 46 | 32| 19
|CDXM 120/12| CDX 120/12| 0.9 | 1.2 25 1282]163(315[450| 16 | 16 | 69 | 52| 3
CDXM 120/20 CDX 120/20| 15 | 2 43 1416| 24 | 40 [ 450 | 21 | 21 [ 93 | 7 | 4
CDXM 200/12| CDX 200/12| 0.9 | 1.2 25 12821163(315(450| 14 | 13 | 63 | 47| 27
CDXM 200/20 CDX 20020| 1.5 | 2 43 416 24 40 | 450 23 21 | 187 ¥ 4
- CDX 200/25| 1.8 | 2.5 - | 468 | 27 - - - 28 | - 182)48
Type pumps Ball Bearing
Single Phase Three Phase
230V 230/400V [Pump side Fan side
50 Hz 50 Hz

CDXM 70/05 CDX 70/05
CDXM 70/07 CDX 70/07
‘CDXM 90/10 CDX 9010
CDXM 120/07 CDX 120/07
CDXM 12012 CDX 120/12
CDXM 12020 CDX 120,20
CDXM 200/12  CDX 200/12
CDXM 20020 CDX 200,20

- CDX 200725

620377 6202 2Z
62037 62027z

6202 72
620222
6202 77
| 5203 ZZ
620272
6203 77

6203 7z
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J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CENTRIFUGAL PUMPS C Dx
PACKING AND WEIGHT 50 Hz
RevF
|
)..
A
5
Type pumps PACKING [mm] WEIGHT [kg]
Single Phase  Three Phase X b Z Single Phase Three Phase
CDXM 70/05 . CDX 70/05 227 _ 280 . 335 9.1 | 9.1
CDXM 70/07 | CDX 70/07 | 227 | 280 | 335 104 | 104
CDXM 90/10 | CDX 90/10 | 227 | 280 | 335 19 | 119
CDXM 120/07 . CDX 120/07 227 | 280 335 104 _ 104
CDXM 12012 = CDX 120/12 227 280 @ 335 125 | 125
CDXM 120720 = CDX 120/20 245 315 360 17.2 ‘ 16.2
CDXM 200/12 . CDX 200/12 218 . 280 . 332 16.3 ‘ 11.4
CDXM 200/20 =~ CDX 200/20 250 315 375 153 _ 14.2
- CDX 200/25 245 305 380 - 17
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J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CENTRIFUGAL PUMPS

CDX

DIMENSIONS

50 Hz

RevF

- B &) G A
™
'
it 1]
v M ]
o AR
s | | [d |l
q |l
N T | s
5 4 I Z}—-'r il +
Wl | [H
T a}]\ |
4 11
_T_r'-
s
1]
E R
r
Pump type Dimensions [mm]
CDXM-CDX
AlB|lc| H HI| H2 | H3 H4|M M N N | R T v | w | ONnA
7005 |208]321|182 2205 106 1235208 | 216 50 38 120 160 | 108 | PG11 | PG11 | 93 | G1 1/4
70007 208|321 182 2205 106 | 1235 208 216 |50 38 120 160 | 108 | PG11 | PGI1 93  GI1/4
90110 | 208|321 182| 2295 106 1235 208 21650 38120 160 108 | PG11 | PGI1 | 93 & Gi 1/4
120007 2‘03'321 182 2295 1% 1235'203 216 | 50 33 120 150 108 | PG11 | PGI1 | 83 | GI 1/4
12012 |208[321) 182] 2205 106 | 1235 | 208 | 216 |50 38/120 160 | 108 | PG11 | PG11 | 93  Gi1/4
12020 |232/347 204 250 118 132 | 237 | 249 55 40 140 180 | 1055 PG135 PG11 95 G 1/4
200112 |208|321|182 2205 106 | 1235 208 216 |50 38120 160 | 108 PGI35| PGI1 | 93 | G112
20020 | 208|347 |204| 2295 106 1235 | 225 237 |55 40140 180 | 1055 PGI35| PGI1 | 85 G172
20025 |232/347/204] 250 (118 132 | 237 - |55 40/140 1801055 - | PG11 | 95 G112
[1] Three phase

[2] Single phase
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J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CENTRIFUGAL PUMPS

CDX

CDX 200 PERFORMANCHE CURVES

50 Hz

TOTAL HEAD H [m]

SHAFT POWER [ kW)

EFFICIENCY n [%]

15

10

25
20
1.5
1.0
0.5

U.S.g.p.m. 10
|

CDX 200/12 (0.9 kW) Impeller diameter = 132
CDX 200/20 (1.5 kW) Impeller diameter = 157
CDX 200/25 (1.8 kW) Impeller diameter = 176

Imp.g.p.m.
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Rotation speed: 2800 min’'
Test fluid: clean water at 20°C
Applicable standard of test: ISO 9906 — Annex A
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J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CDX

CENTRIFUGAL PUMPS
CDX 120 PERFORMANCHE CURVES 50 Hz
RevF
CDX 120/07 (0.55 kW) Impeller diameter = 132
CDX 120/12 (0.90 kW) Impeller diameter = 157
CDX 120/20 (1.50 kW) Impeller diameter = 176
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Rotation speed: 2800 min”’
Test fluid: clean water at 20°C
Applicable standard of test: ISO 9806 — Annex A
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J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CENTRIFUGAL PUMPS

CDX

CDX 90 PERFORMANCHE CURVES 50 Hz
RevF
CDX 90/10 (0.75 kW) Impeller diameter = 157
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Rotation speed: 2800 min’’
Test fluid: clean water at 20°C
Applicable standard of test: ISO 9906 — Annex A
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J K GmbH Industrieprodukte fiir die Chemie, Wasser- und Umwelttechnik

CENTRIFUGAL PUMPS C Dx
CDX 70 PERFORMANCHE CURVES 50 Hz
RevF

CDX 70/05 (0.37 kW) Impeller diameter = 132
CDX 70/07 (0.55 kW) Impeller diameter = 157
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Rotation speed: 2800 min"'
Test fluid: clean water at 20°C
Applicable standard of test: ISO 9906 — Annex A
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